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With the selection of the optional DBI Self 
Loading Jacks, the modular DBI can be self-
loaded on a trailer without the use of a crane, 
saving time and money.

G&Z’s DBI accurately inserts dowels in concrete behind the slipform confining pan. The unique 
combination of the DBI confining pan, trailing sideforms and vibrating forks ensure good 
consolidation and homogeneous concrete around the inserted dowel bars, even with low airport 
slump concrete. This is accomplished while minimizing the disturbance to the surrounding concrete 
surface during insertion.

OSCILLATING CORRECTING 
BEAM

An Oscillating Correcting Beam, which is a part 
of the DBI System, ensures accurate refinishing 
of the concrete surface disturbed by the dowel 
bar insertion process.

MODULAR / SELF LOADING

COMPACT DOWEL BAR INSERTER

EXCEPTIONAL ACCURACY IN DOWEL BAR INSERTION

DOWEL BAR INSERTION WITH DBI CONFINING PAN

Since the late 1970’s, G&Z has been the pioneer and leader in DBI technology by 
working closely with its customers in the field, and continuously improving its DBI. 

This pioneering edge ensures G&Z DBI users high dowel bar insertion accuracy 
(checked with MIT scan) and homogeneous concrete around the bars, as well as 
the highest reliability, productivity, mobility, ease of width change and smoothest 
rides possible. 

The DBI mounts off the rear of the S850 with minimal modification in either the 
compact or narrow profile configuration with bolster extensions. The Compact DBI 
can convert back and forth between DBI and non-DBI paving in a matter of hours.
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S850SL SPECIFICATIONS
APPLICATIONS Ramps and Interchange Lanes

City and Secondary Streets
Concrete Overlays and Inlays
County Roads and Other Secondary Roads

Mainline Highway Paving
Airport Runways, Taxiways and Aprons
Canal and Reservoir Lining

MINIMUM PAVING WIDTH 12ft (3.65m)

MAXIMUM PAVING WIDTH 41ft (12.5m) with optional bolt-in tractor frame extensions

TRACTOR TELESCOPIC CAPABILITY 12ft - 26ft (3.65m - 7.9m) double telescopic
18ft - 34ft (5.5m - 10.36m) with the optional JC Extenders
Note: The JC Extenders can be added in under 2 hours

TRANPORT DIMENSIONS Minimum Shipping Length - 36.5ft (11.13m)
Transport Length - Paving Width + 24.5ft (7.3m)
Transport Width - Under 12ft (3.65m)

REQUIRED TRACK PATH 2ft (610mm) 

OPERATING WEIGHT 
BASIC MACHINE 24’ (7.3M) WITHOUT OPTIONS

108,000 lbs (48,988 kg) 

ENGINE / FUEL TANK 6 Cylinder CAT C9.3B ACERT Diesel Engine US Federal Tier 4f IOPU / 
EU Stage V “C” Rating Horse power @ 2,100 RPM: 415hp (309kW)
Diesel Fuel Tank 180 U.S. Gallon (681L)
DEF Tank 12.7 U.S.Gallon (48L)
---
6 Cylinder CAT C9 Diesel Engine US EPA Tier 3 / EU Stage IIIA 
Horse power @ 2,100 RPM: 350hp (261kW) 
Diesel Fuel Tank 230 U.S. Gallon (869L) 

HYDRAULIC TANK 190 U.S. Gallons (718L)

WATER TANK Front Jacking Column mounted polyurethane 200 U.S. Gallons (756L) 
with 2000 psi (13.8 MPa) high and low pressure water washdown 
system

CONCRETE POKER VIBRATORS Hydraulic or Electric High Frequency

CRAWLER TRACKS Standard 16 in. (400mm) wide Polyurethane grousers
Working Speed: 0-16fpm (0-4.88m/min)
Travel Speed: 0-74fmp (0-22.5m/min)

Note: All the above data is approximate and is subject to change without notice.
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S850QB SPECIFICATIONS
APPLICATIONS Ramps and Interchange Lanes

City and Secondary Streets
Concrete Overlays and Inlays
County Roads and Other Secondary Roads

Mainline Highway Paving
Airport Runways, Taxiways and Aprons
Canal and Reservoir Lining

MINIMUM PAVING WIDTH 12ft (3.65m)

MAXIMUM PAVING WIDTH 41ft (12.5m) with optional bolt-in tractor frame extensions

TRACTOR TELESCOPIC CAPABILITY 12ft - 26ft (3.65m - 7.9m) double telescopic
18ft - 34ft (5.5m - 10.36m) with the optional JC Extenders
Note: The JC Extenders can be added in under 2 hours

TRANPORT DIMENSIONS Minimum Shipping Length - 23ft (7m)
Transport Length - Paving Width + 11ft (3.35m)
Transport Width - Under 12ft (3.65m)

REQUIRED TRACK PATH 2ft (610mm) or less

OPERATING WEIGHT 
BASIC MACHINE 24’ (7.3M) WITHOUT OPTIONS

106,000 lbs (48,08 kg) 

ENGINE / FUEL TANK 6 Cylinder CAT C9.3B ACERT Diesel Engine US Federal Tier 4f IOPU / 
EU Stage V “C” Rating Horse power @ 2,100 RPM: 415hp (309kW)
Diesel Fuel Tank 180 U.S. Gallon (681L)
DEF Tank 12.7 U.S.Gallon (48L)
---
6 Cylinder CAT C9 Diesel Engine US EPA Tier 3 / EU Stage IIIA 
Horse power @ 2,100 RPM: 350hp (261kW) 
Diesel Fuel Tank 230 U.S. Gallon (869L) 

HYDRAULIC TANK 190 U.S. Gallons (718L)

WATER TANK Bolster mounted polyurethane 300 U.S. Gallons (1,136L) with 2000 
psi (13.8MPa) high and low pressure water washdown system

CONCRETE POKER VIBRATORS Hydraulic or Electric High Frequency

CRAWLER TRACKS Standard 16 in. (400mm) wide Polyurethane grousers
Working Speed: 0-16fpm (0-4.88m/min)
Travel Speed: 0-74fmp (0-22.5m/min)

Note: All the above data is approximate and is subject to change without notice.
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CONCRETE SLIPFORM PAVERS

S600
8 - 34ft (2.5 - 10.36m)

S850 (QB OR SL)
12 - 41ft (3.65 - 12.5m)

S1500
18 - 52.5ft (5.5 - 16m)

CONCRETE SLIPFORM PAVING SUPPORT EQUIPMENT

S400
6.5 - 24.5ft (2 - 7.5m)

MP550
Material Placer

PS1200
18 - 41ft (5.5 - 12.5m)

TC1500
12 - 56ft (3.5 - 17m)

DBI
Dowel Bar Inserter

G&Z’S SLIPFORM PAVING 
EQUIPMENT LINE

WORLD CLASS EQUIPMENT WITHOUT EQUAL

PLACER
SPREADER

TEXTURE CURE
MACHINE

G&Z’s Concrete Paving machines are the most trusted in the industry. In 1956, G&Z pioneered and introduced the first 
concrete highway and airport slipform paver mounted on crawler tracks with automatic line and grade control. 
Today, G&Z offers a wide range of concrete slipform paver models along with other support equipment, such as 
mechanical Dowel Bar Inserters, Placer Spreaders, Material Placers and Texture Cure Machines, to suit contractor’s 
present and future needs.  
     
G&Z equipment designs are based on over 75 years of experience; designed and built to last under the rigors of job site 
use, transport, and configuration changes. G&Z strives to design paving equipment for what people do with it...not what 
they should do with it! Unique productivity features are incorporated in each machine design to reduce the time required to 
transport, maneuver, and change paving widths without sacrificing the performance advantages contractors have come to 
expect from G&Z.
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PROUDLY MADE IN THE USA...



Guntert & Zimmerman Const. Div., Inc.
222 E. Fourth St.    Ripon, CA 95366    U.S.A.
Phone  +1 209-599-0066	   Fax  +1 209-599-2021
Toll Free	 800-733-2912 (USA / Canada)
Email: gz@guntert.com    Web: www.guntert.com

Manufactured under one or more of the following U.S. or Foreign Patents: www.guntert.com/patents.html. Some items shown may be optional. G&Z reserves the right to make 
improvements in design, material and/or changes in specifications at any time without notice and without incurring any obligation related to such changes. 
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